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Ultrafast demagnetization of Co/Pt heterostructures induced by a femtosecond 800 nm laser 
pulse launches a spin-current from Co to Pt and subsequent conversion of the spin-current to 
a charge current in the Pt-layer due to the inverse spin-Hall effect. At the same time, due to 
the spin-dependent photogalvanic effect, a circularly polarized femtosecond laser pulse also 
generates a photocurrent at the Co/Pt interface. Both ultrashort photocurrent pulses are 
effectively detected in a contactless way by measuring the THz radiation they emit. Here we 
aim to understand how the properties of the Co/Pt interface affect the photocurrents in the 
bilayers. By varying the interfacial roughness, crystal structure and interfacial intermixing as 
well as having an explicit focus on the cases when THz emissions from these two photocurrents 
reveal opposite trends, we identify which interface-properties play a crucial role for the 
photocurrents. In particular, we show that reducing the roughness, the THz emission due to 
the spin-dependent photogalvanic effect reduces to zero, while the strength of the THz 
emission from the photocurrent associated with the inverse spin-Hall effect increases by factor 
of 2. On the other hand, while intermixing strongly enhances the THz emission from the inverse 
spin-Hall effect by a factor of 4.2, THz emission related to the spin-dependent photogalvanic 
effect reveals the opposite trend. These findings indicate that microstructural properties of the 
Co-Pt interface plays a decisive role in the generation of photocurrents.  
(1) Introduction 
For the last two decades, optical manipulation and excitation of magnetization dynamics at the 
picosecond and sub-picosecond timescales has been an active research field in magnetism [1-
3], triggered by the seminal observation of ultrafast demagnetization of a thin Ni-film by a sub-
100-fs laser pulse [4]. This demagnetization occurred much faster than any elementary 
interactions involving spins known at the time. Together with an intense search for the 
mechanisms of the ultrafast demagnetization, these first experiments also launched debates 
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about the role of artifacts in ultrafast time-resolved measurements and the validity of the 
conclusions of these initial experiments [5-6]. These discussions motivated the development of 
new probes for ultrafast magnetization dynamics and resulted, in particular, in an elegant 
proposal to employ THz time-domain emission spectroscopy, which relies on the fact that any 
magnetic dipole change must be accompanied by an emission of electromagnetic radiation [7-
9]. However, the application of THz time-domain emission spectroscopy for the study of 
ultrafast magnetization dynamics in magnetic multilayers led to rather unexpected results – the 
THz electric field emitted as the result of the laser induced demagnetization of Fe/Au and Fe/Ru 
bilayers was stronger than the THz electric field emitted as the result of the demagnetization of 
a single Fe-film [10]. It was shown that ultrafast demagnetization generates a spin-polarized 
current from Fe to Pt, where, as a result of strong spin-orbit interaction, the spin-polarized 
current pulse was transformed to a charge current pulse that is a more efficient source of THz 
emission than the magnetization dynamics itself. This mechanism for spin-to-charge current 
conversion is known as the inverse spin-Hall effect. The photocurrent and THz emission did not 
depend on the polarization of the excitation light and the phase of the emitted THz radiation 
could be changed by 180-degrees by a magnetization reversal. These findings resulted in the 
development of new THz emitters based on spin-polarized currents [11-14]. 
The first experiments on ultrafast laser-induced demagnetization, which did not depend on the 
polarization of light, also inspired the search for ultrafast polarization-dependent effects of light 
on magnetism. Although many groups tried, demonstration of an ultrafast polarization-
dependent effect of light on magnetic materials remained elusive, raising doubts about the 
feasibility of this phenomenon [15-17]. The first effect of circularly polarized femtosecond laser 
pulses on spins in a magnetic medium was discovered in the dielectric canted antiferromagnetic 
DyFeO3 and later demonstrated in a broad class of materials, including dielectric compensated 
antiferromagnets, dielectric and metallic ferrimagnets as well as ferromagnetic semiconductors 
[18-22]. Also in the case of polarization-dependent effects of light on spins, THz time-domain 
emission spectroscopy was shown to be a powerful tool, demonstrating the vectorial control of 
spins in antiferromagnetic NiO [23]. In Ref. [24], it was demonstrated that polarization-
dependent THz emission from ferromagnetic Co-films can be dramatically enhanced by growing 
a thin capping layer of Pt on top of the Co. The effect was explained to result from a helicity-
dependent femtosecond laser-induced rotation of the magnetization of Co in the plane of the 
sample which, due to the inverse spin-orbit torque, generates a femtosecond pulse of electric 
current at the Co/Pt interface. Generation of a photocurrent at the interface can be also seen 
as a spin-dependent photogalvanic effect, reported earlier for noncentrosymmetric 
semiconductors in an external magnetic field [25]. This current generates a polarization-
dependent emission of THz radiation. This observation opens up appealing opportunities for 
fundamental studies of THz spintronics. In conventional spintronic devices, the direction of the 
current is controlled by both voltage and magnetic field. At the same time, Huisman et al. [24] 
showed that the direction of sub-picosecond current pulses can be changed in a contactless 
manner, without applying a voltage, by simply changing the helicity of the excitation light. 
Although it is clear that the polarization-dependent and polarization-independent 
photocurrents in Co/Pt bilayers should depend on the properties of the interface between the 
Co and Pt layer, it still remains unclear if and to what extent the roughness, crystal structure, 
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and intermixing at this interface play any role in the process of the photocurrent generation. As 
mentioned above, both ultrashort photocurrent pulses are effectively detected in a contactless 
way by measuring the THz radiation emitted. Here, by varying the roughness, crystal structure, 
and interface intermixing as well as explicitly focusing on the cases when THz emissions from 
these two photocurrents reveal opposite trends, we identify which interfacial properties play a 
crucial role for the generation of photocurrents. We first fabricated polycrystalline Co/Pt 
bilayers by magnetron sputtering where the Co layer was deposited at various pressures to vary 
the microstructure and corresponding roughness at the Co/Pt interface. The quality of the 
interface was varied from a smooth to a relatively rough interface, by varying the deposition 
chamber Ar pressure for depositing the Co layer from 3 mTorr to 40 mTorr. We then fabricated 
Co/CoxPt1-x/Pt bilayers where the Co and Pt layers are separated by a 1-or 2-nm-thick CoxPt1-x 
alloy spacer layer with x being 0.25, 0.50, or 0.75. In these samples we studied the role of 
intermixing between Co and Pt atoms at the interface. Finally, we fabricated Co/Pt via epitaxial 
sputtering deposition where the Co was grown in the face centered cubic (FCC) or hexagonal 
close packing (HCP) structure. In these samples we studied the role of the crystal structure and 
magnetic anisotropy on the observed laser-induced HI and HD THz emission. We found that the 
interfacial roughness affects the HI THz emission, but more importantly, plays a crucial role for 
the generation of the HD THz emission. We also found that the CoxPt1-x alloy spacer layer, i.e. 
intermixing, has an amplification effect on the HI THz emission, but no effect on the HD THz 
emission. In addition, we did find a strong dependence of the HI THz emission in HCP Co/Pt with 
respect to the easy axis. For both the FCC and HCP Co/Pt we found little difference in the THz 
emission compared to the textured Co/Pt bilayer grown at 3 mTorr. 
(2) Sample Fabrication and Characterization 
 (a) Interfacial Roughness Series 
 
Figure 1 AFM images of the surface of sputter-deposited pure Co-films grown on glass substrates at an Ar 
deposition pressure of (a) 3 mTorr, (b) 20 mTorr, and (c) 40 mTorr. (d) AFM root-mean-square roughness of the 
surface of the Co-films grown at various deposition pressures. (e) The X-ray reflectometry signal of Co/Pt bilayers 
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where the Co layer was grown at deposition pressures 3, 7.5, and 20 mTorr with the intensity plotted in logarithmic 
scales. The red solid curves are the fits to the experimental data. 
Using magnetron sputtering we fabricated polycrystalline Co/Pt bilayers on soda lime glass with 
varying interface roughness. For our study we fixed the thickness of the Co and Pt layers to 10 
and 3 nm, respectively. Simultaneously, we fabricated Co-films (without Pt layer) for reference 
studies. To achieve a precise control over the roughness at the Co/Pt interface, for the growth 
of the Co layer we varied the Ar sputtering pressure from 3-40 mTorr. As the sputtering 
pressure increases, scattering of the sputtered Co atoms with the Ar atoms in the gas leads to a 
reduction of the average kinetic energy of the deposited atoms and the motion of Co atoms 
becomes more random.  This results in a low surface mobility of the deposited atoms at high 
pressures and increased effects of self-shadowing. As the deposition evolves dome shaped 
grains are formed with well-defined grain boundaries known as zone-1 growth in thin-film 
deposition [26,27]. For the Pt layer, we kept the Ar-sputter pressure at 3 mTorr to form a dense 
capping layer. We find that the Co interfacial roughness increases with Ar pressure as expected. 
Figures 1(a-c) show the atomic force microscopy (AFM) images of the reference pure Co 
samples without the Pt capping layer. These pure Co-films were grown at deposition pressures 
3, 5, 7.5, 10, 20, and 40 mTorr, revealing the change in surface texture from a smooth flat to a 
high roughness profile. Figure 1(d) shows the evolution of the AFM root-mean-square 
roughness of the Co surface with Ar sputtering pressure, showing a monotonic increase the 
roughness with Ar sputter pressure.  
The X-ray reflectometry measurements on the Co/Pt bilayers shown in Fig. 1(e) are consistent 
with the AFM results up to 20 mTorr. The strong suppression in the oscillations at higher angles 
for samples grown at higher deposition pressures confirms that interfacial roughness indeed 
increases with increasing deposition pressure. For the samples grown at the deposition 
pressures 30 and 40 mTorr the interfaces were sufficiently rough that the X-ray reflectivity 
oscillatory signal was completely suppressed. This is consistent with the expected significantly 
higher roughness compared to the 3-mTorr Co layer. 
 
Figure 2 (a)In-plane magnetic hysteresis loops for Co/Pt bilayers measured in Co/Pt bilayers grown at various 
deposition pressures of Co with the help of a vibrating sample magnetometer. (inset) The coercive field of each 
hysteresis loop measured in the in-plane magnetic field. (b) The corresponding out-of-plane magnetic hysteresis 
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loop measurements are shown. (inset) The strength of the applied out-of-plane magnetic field corresponding to the 
saturation magnetization. 
For the magnetic characterization of the samples with varying roughness we used vibrating 
sample magnetometry and measured the magnetic hysteresis loop in an external magnetic field 
(see Fig. 2). The measurements were performed with the external magnetic field oriented 
either in-plane or out-of-plane of the sample. Figures 2(a, b) summarize the in-plane and out-
of-plane magnetometry measurements, respectively, obtained for Co/Pt bilayers grown at 3 
mTorr up to 40 mTorr deposition pressures. The in-plane magnetization can be reversed and 
saturated by applying a rather small magnetic field of 12 mT, while the out-of-plane 
magnetization requires a much stronger applied magnetic field of more than 1.7 T. The inset of 
Fig. 2(a) summarizes how the in-plane coercive field depends on the deposition pressure. The 
inset of Fig. 2(b) shows how the deposition pressure affects the strength of the out-of-plane 
magnetic field corresponding to the saturation of the magnetization. 
The magnetic properties change drastically between samples that were grown at a deposition 
pressure of 3 mTorr and 10 mTorr, as reflected in Fig. 2. Firstly, for Co/Pt grown at 3 mTorr and 
10 mTorr the in-plane magnetic coercive field increases from 1.85 mT to 9.85 mT, respectively. 
The samples grown at deposition pressures larger than 10 mTorr show smaller changes in the 
coercive fields [28]. This is expected as the well-defined grain boundaries in high-pressure 
growth can effectively pin the domain walls during reversal. Secondly, the out-of-plane 
magnetic saturation for Co/Pt grown at 3 mTorr and 10 mTorr drops from 1.66 T to 1.15 T, 
respectively. The decrease in the out-of-plane saturation field is somewhat unexpected as it 
should be dominated by the thin-film shape anisotropy.  However, a granular microstructure 
can lower the overall effective shape anisotropy making the film easier to saturate with an 
external magnetic field. Another potential explanation is the stabilization of HCP-Co could also 
lower the out-of-plane saturation field but this could not be confirmed X-ray diffraction due to 
the thin and disordered nature of the Co layers. 
 (b) Intermixed Interface 
To explore the effects of chemical intermixing at the interface we sputter deposited the 
multilayer stack Co(10 nm)/CoxPt1-x(1 or 2 nm)/Pt(3 nm) onto glass substrates. Note that for the 
study of the intermixing effect, on THz emission, all the layers including the spacers were 
deposited at 3 mTorr to form dense and smooth layers. The CoxPt1-x layers were formed by Co-
deposition and the values of x = 0.25, 0.50 and 0.75 were controlled by adjusting the deposition 
conditions. 
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 (c) Epitaxial FCC-Co and HCP-Co 
 
Figure 3 The intensities of (a-e) are given in logarithmic scales. (a) The out-of-plane X-ray diffraction spectrum of 
the HCP-Co-film. (b) The in-plane spectrum where the scattering vector Q (the vector pointing along the bisection of 
the incoming and scattered beam) is along the MgO[110] direction, and (c) where Q is along the MgO[001] 
direction. The X-ray diffraction spectra of (d) the out-of-plane and (e) in-plane FCC-Co-film with Q along the 
MgO[001] direction. Note that the incident x-ray angle was fixed at 0.60 from the surface when the in-plane spectra 
was recorded. (f) φ-scans of the MgO(002) (top) and Cu(002)+Co(002) (bottom) families of peaks. (g) In-plane 
Magnetic hysteresis loops of (g) the HCP-Co(10nm) and (h) FCC-Co(15nm)-film along various crystallographic 
directions. 
To explore the role of the crystal symmetry at the Co/Pt interface we grew epitaxial Co-films 
onto single-crystalline MgO substrates. Two particular lattice structures of Co were studied: 
HCP-Co(10-10) and FCC-Co(100)-films. The HCP-Co-films were grown on Cr(211)-buffered 
MgO(110) single-crystal substrates with the following structure: MgO(110)/Cr(5 nm)/Co(10 
nm)/Pt(3 nm) [29].  The Cr-seed layer was grown at 300 °C into the body-centered cubic (BCC) 
structure oriented along BCC(211).  The subsequent Co layer was deposited at 200 °C and 
capped with a 3 nm Pt-layer at room temperature, resulting in the easy axis of the magnetic 
anisotropy oriented in-plane along HCP-Co(0001). The epitaxial growth is confirmed by x-ray 
diffraction, the measurements are presented in Figs. 3(a-c) for both the out-of-plane and in-
plane scattering geometries. The magnetic hysteresis loops for the in-plane and out-of-plane 
magnetic fields are shown in Fig. 3(g). 
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Using Cu(200)-buffered MgO(100) single-crystal substrates we obtained epitaxial FCC-Co with 
the following multilayer stacks MgO(100)/Cu(20 nm)/Co(10, or 15 nm)/Pt(3 nm). The Cu-seed 
layer was grown at 350 °C and oriented along FCC(200).  The subsequent Co and Pt layers were 
grown at room temperature resulting in FCC-Co(200) oriented along the a-axis. The out-of-
plane scattering of the 15 nm Co-film is shown with the Cu(200) and FCC-Co(200) peaks.  The X-
ray diffraction signals of both the FCC and HCP crystal structures are in good correspondence 
with those of the previously measured FCC-Co and HCP-Co in Ref. [30]. The magnetic hysteresis 
loops for the out-of-plane and in-plane magnetic fields are shown in Fig. 3(h). Note that prior to 
the deposition of the films the substrates were heated at 600 0C for an hour under vacuum to 
obtain clean surfaces. Moreover, the base pressure throughout the deposition of all the 
samples was at 3 x 10-8 Torr. 
The differences in the optical absorption between the MgO and glass substrates for both the 
THz radiation and 800 nm laser pulse are small. Thus, the influence of different substrates on 
the performed THz experiments is negligible. 
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(3) Experimental method 
 
Figure 4 (a) A schematic illustration for the laser induced helicity dependent and independent photocurrent 
generation. The graphs on the right show the time traces of the electric field of (b) the helicity-dependent (HD) and 
(c) helicity-independent (HI) THz emission exited by circularly polarized (±σ) light. In both cases, the THz electric field 
can be controlled by an external magnetic field of 120 mT which is enough to saturate the magnetization of Co. The 
figure shows how the reversal of the magnetization aligned along the ?̂?-axis (±M) affects the time traces of the 
emitted THz electric field. The curves measured for –M are shown with an offset of 0.2 V/cm for Ex in panel (b) and 
of 3 V/cm for Ey in panel (c). 
A schematic depiction of the experimental geometry is shown in Fig. 4(a). To excite the 
photocurrents in the Co/Pt bilayer, we used a 40 fs circularly polarized laser pulse with a central 
wavelength of 800 nm and a pulse energy of 20 μJ, focused onto a 2-mm spot. An external 
magnetic field was applied in the plane of the sample to saturate its magnetization along the 
±?̂?-axis (see coordinate system in Fig. 4(a)). The emitted THz radiation from the sample was 
focused onto a 1-mm-thick ZnTe crystal using gold coated parabolic mirrors. The time-resolved 
electric field was then obtained via electro-optical sampling in the 1-mm-thick ZnTe crystal. The 
setup is similar to the one described in Ref. [31] and all experiments were performed at room 
temperature.  
We chose the coordinate system such that the propagation of the THz radiation was along the 
?̂?-axis and the external magnetic field was applied in-plane of the sample along the ?̂?-axis. To 
measure the polarization of the THz radiation we employed two wire-grid polarizers. The axis of 
the first polarizer was fixed parallel to the ?̂?-axis while the axis of the second polarizer was 
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rotated ±45 degrees with respect to the axis of the first polarizer. This allowed us to determine 
the ?̂? and ?̂? components of the THz polarization. If the magnetization of the sample is aligned 
along the ?̂?-axis, the THz emission from the HI and the HD photocurrents could be distinguished 
by detecting the THz signals (see Figs. 4(b,c)) with the electric field along the ?̂?- and ?̂?-axis, 
respectively. 
The mechanism for generating the HI THz electric field is based on the generation of spin-
polarized hot electrons in Co due to the heat driven ultrafast demagnetization [32]. This spin-
polarized current flows from Co to Pt where it is converted into a charge current via the inverse 
spin-Hall effect [33,34]. The direction of the charge current JC is determined by the 
magnetization M, the spin-polarized current flow Js, and the inverse spin-Hall angle α: 𝐉𝐂 ∝
α 𝐉𝐒 × 𝐌. The mechanism for the generation of the HD THz electric field is fundamentally 
different, since it requires circularly polarized light. The circularly polarized light will have a HD 
effect on the magnetization of Co, resulting in a spin-orbit torque acting on the spins of Co at 
the interface with Pt [35,36]. The breaking of inversion symmetry is essential for the coupling of 
the optically induced spin dynamics and the generation of interfacial HD photocurrents [37,38]. 
The direction of the photocurrent in this mechanism is determined by the magnetization M, the 
helicity of the light σ, and the direction along which the space inversion symmetry is broken 
(here given by the normal vector n): 𝐉𝐂 ∝ 𝐧 × (𝐌 × 𝛔). 
In our analysis of the experimental data we retrieve the averaged HD THz (EHD) and HI THz (EHI) 
signals as 
 
𝐸𝐻𝐷 =
1
4
(E+σ+M − E−σ+M − E+σ−M + E−σ−M), 
(1) 
 
𝐸𝐻𝐼 =
1
4
(E+σ+M + E−σ+M − E+σ−M − E−σ−M). 
(2) 
Here EHD and EHI are the polarized HD and HI THz electric field. 
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(4) THz emission results 
 (a) Interfacial Roughness Series 
 
Figure 5 (a) The helicity-independent and (b) helicity-dependent THz emission for various interfacial roughness 
values. The time traces are shown with a vertical off-set. The observed electric field at 0 ps is 0 for the 
measurements. The arrows indicate the increase of the interface roughness. Peak intensities of (c) the helicity-
independent THz and (d) helicity-dependent THz emission. The gray area emphasizes deviations in the behavior. 
Beyond the gray area (>10 mTorr) both the helicity-independent and -dependent THz emission decreases linearly 
with increasing deposition pressures. The solid line is a guide to the eye. 
To probe the role of the sample structure on the generation of HD and HI photocurrents, we 
measured the THz electric field from the Co/Pt samples described above. We initially studied 
smooth polycrystalline Co/Pt bilayers grown at 3 mTorr on glass substrates (Fig. 2(a)). The 
results of the experiment are shown in Fig. 5 for HI THz (panel a) and HD THz (panel b), 
respectively. Similar to previous works, the figure reveals a strong HI signal [24,39].  However, 
the bilayer grown at 3 mTorr does not show any measurable HD THz signal (see Fig. 5(b)). An 
increase of the sputter pressure, that results in an increase of the structural disorder/interfacial 
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roughness, changes the THz emission substantially. While an increase of the sputter pressure 
results in a decrease of the HI THz signal, an increase of the pressure from 3 mTorr to 10 mTorr 
results in a dramatic increase of the HD THz signal. Further increase of the pressure above 10 
mTorr results in a decrease of the HD signal, similar to the HI signal. The peak amplitudes of the 
HI and HD THz signals are plotted against Ar deposition pressure in Figs. 5(c, d). The jump in HD 
THz signal upon an increase in pressure from 3 mTorr to 10 mTorr highlights the importance of 
roughness for the mechanism of HD THz emission. 
 (b) Intermixed Interface 
 
Figure 6 The peak amplitude of the helicity-independent THz emission from samples with the CoxPt1-x alloy spacers 
with thicknesses (left panel) 1 nm and (right panel) 2 nm. The alloy compositions are Co0.75Pt0.25 (black), Co0.50Pt0.50 
(red), and Co0.25Pt0.75 (blue). The mean absolute deviation which we chose as our error bar is negligible and 
therefore not visible in the graph. 
To study the contribution of interfacial mixing we introduced a spacer layer of CoxPt1-x alloy of 
various CoxPt1-x compositions at the interface of the Co/Pt bilayers. The films were grown at 3 
mTorr to have smooth interfaces, but with an alloy interlayer to simulate a diffuse interface. 
We employed alloys of Co0.75Pt0.25, Co0.50Pt0.50, and Co0.75Pt0.25 with thicknesses of 1 and 2 nm.  
The experimental procedure was similar to the one performed on the rough Co/Pt interfacial 
bilayers. Surprisingly, no HD THz emission was observed for all the samples having a CoxPt1-x 
spacer layer. The HI THz emission was nevertheless strong for all six samples (see Fig. 6) and 
significantly higher than samples without an alloy interface. Note that during the sample 
growth only the concentration of Co and Pt and the sputtering time were varied, all other 
parameters were kept constant. The mean absolute deviation is taken by repeating the 
measurement three times, the extracted deviation value was less than 0.5% of the mean value 
and is therefore not visible in Fig. 6. The HI THz peak amplitude shown in Fig. 6 decreases with 
increasing the Co-Pt spacer layer thickness from 1 nm to 2 nm for all alloy composition. 
However, the HI THz emission does not show any correlations amongst the various Co-Pt 
compositions and spacer thicknesses. We compared the HI THz signal from samples with a 
CoxPt1-x spacer and without a CoxPt1-x spacer (Co/Pt bilayers with the roughest and the 
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smoothest interfaces as well as with the epitaxial HCP-Co and FCC-Co layers), these results are 
shown in Table 1. We find a dramatic increase in the HI THz emission with insertion of an alloy 
interlayer. The largest increase was for the Co0.25Pt0.75(1nm) spacer which was 4.2 times 
stronger than the Co/Pt bilayer grown at 3 mTorr and 3.4 times that of the FCC Co/Pt bilayer.  
Even the weakest HI THz emission (Co0.75Pt0.25(2nm)) showed an amplification factor of 2.5 
compared to the Co/Pt bilayer with the strongest HI THz emission (FCC Co/Pt). 
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 (c) Epitaxial FCC-Co and HCP-Co(10 nm) 
 
Figure 7 Time traces of the THz electric field polarized along the ?̂? and ?̂? axes. The emission was generated by 
exciting Co/Pt bilayers with monocrystalline (HCP and FCC) Co with circularly (+σ/-σ) polarized laser pulses. The 
external magnetic field (±Bext) is applied along the ?̂?-axis at 100 mT. The easy axis of the in-plane magnetic 
anisotropy (Ha) of HCP-Co is aligned either (a) perpendicular or (b) parallel to the external magnetic field. The 
magnetic anisotropy field strength is 0.8 T. The THz emission polarized along the ?̂?- and ?̂?-axis for (c,d) FCC-Co(10 
nm) and (e,f) FCC-Co(15 nm), respectively. For FCC-Co the magnetization is saturated and is aligned parallel along 
the external magnetic field. 
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Finally, we studied the role of the crystal structure of Co layer in the process of THz emission. 
No HD THz emission was observed from the samples with monocrystalline Co, while the HI THz 
emission manifestation of the crystal structure of the Co-film was clearly seen. The crystalline 
orientation in our HCP-Co sample is (10-10). Due to the crystal structure, the material acquires 
an in-plane magnetic anisotropy with the hard and in-plane easy axis along the [11-20] and 
[0001] directions, respectively. We therefore studied the THz emission for two cases where the 
magnetic field was applied along [11-20] or [0001] directions. The magnetic anisotropy of Co 
had a remarkable effect on the THz emission. Figures 7(a, b) show the time traces of the THz 
electric field for the case when the external magnetic field (Bext) is perpendicular and when it is 
parallel to [0001], the easy axis of the magnetic anisotropy (Ha). Note that the external 
magnetic field of 0.1 T was strong enough to saturate the magnetization along the easy axis. 
However, it was too weak to fully saturate the magnetization along the hard axis. The 
characteristic field of magnetic anisotropy was 0.8 T, estimated from the magnetic hysteresis 
loops shown in Fig. 3(g). The component of the THz electric field  along the ?̂?-axis (Ey), i.e. 
perpendicular to the external magnetic field (Bext), reverses sign upon switching the polarity of 
the external magnetic field. At the same time, the component of the THz electric field  along the 
?̂?-axis (Ex), i.e. parallel to external magnetic field, is insensitive to the polarity of the magnetic 
field. It shows that there is no contribution with the properties of the HD THz emission and thus 
no traces of photocurrent due to spin-dependent photogalvanic effects can be seen. 
In the case of the FCC-Co, the magnetic film has a weak four-fold in-plane magnetic anisotropy 
with a strong out-of-plane shape anisotropy, i.e. with the hard-axis along the [001] direction 
(see Fig. 3(h)). The external magnetic field was also strong enough to saturate the in-plane 
magnetization. For this case we studied two FCC-Co layers with a thickness of 10 nm and 15 nm. 
Figures 7(c, d) show the time traces of the detected THz signal of FCC-Co(10 nm) with its 
polarization parallel (Ex) and perpendicular (Ey) to the external magnetic field, respectively. 
Similarly, Figs. 7(e, f) show the time traces of the THz signals of FCC-Co(15 nm). The THz signal 
polarized perpendicular to the external magnetic field (Ey) showed no clear difference between 
the FCC-Co(10 nm) and HCP-Co(10nm) samples. Moreover, although some sensitivity to the 
helicity of the femtosecond laser pulse is seen, the polarity of the THz electric field does not 
change upon reversing the light helicity. Therefore, also in this case we conclude that spin-
dependent photogalvanic effects play a minor role if any. 
  
15 
 
Table 1 The peak amplitude of the helicity-independent THz emission from Co/Pt heterostructures with the roughest 
(40 mTorr) and smoothest (3 mTorr) interfaces, Co/Pt with CoxPt1-x alloy interfaces, and epitaxial FCC-Co and HCP-
Co interfaces. 
Sample HI Peak Amplitude [V/cm] 
Co(10nm) / Pt(3nm)    (40 mTorr) 0.8 
Co(10nm) / Pt(3nm)    (3 mTorr) 2.5 
Co(10nm) / Pt(3nm)    (HCP) 2.44 
Co(10nm) / Pt(3nm)    (FCC) 3.15 
Co(10nm) / Co0.75Pt0.25(2nm) / Pt(3nm) 7.74 
Co(10nm) / Co0.50Pt0.50(2nm) / Pt(3nm) 8.36 
Co(10nm) / Co0.25Pt0.75(2nm) / Pt(3nm) 8.13 
Co(10nm) / Co0.75Pt0.25(1nm) / Pt(3nm) 9.12 
Co(10nm) / Co0.50Pt0.50(1nm) / Pt(3nm) 8.86 
Co(10nm) / Co0.25Pt0.75(1nm) / Pt(3nm) 10.57 
(5) Discussion 
 (a) Interface roughness 
By varying the deposition pressure during the Co growth process, we have demonstrated that 
one could control the microstructure and interfacial roughness of Co/Pt bilayers. From the 
static magnetometry data, shown in Fig. 2, we observed that the change of the growth pressure 
also affects the magnetic properties of the Co-film. An increase in the coercivity of the in-plane 
magnetization together with a decrease in the out-of-plane saturation magnetization was 
observed. 
Interestingly, interface roughness has opposite effects on the HI and HD THz emission from 
Co/Pt bilayer (Figs. 5(a, c)). Upon changing the pressure from 3 to 10 mTorr, the strength of the 
electric field of the HI THz emission drops by factor of 2, while the electric field of the HD 
counterpart experiences an increase from full suppression. It is clear that both the HI and the 
HD THz emission must depend on the optical properties of the bilayers at the wavelength of the 
femtosecond laser pulse (800 nm), transport properties, and the magnetization of the Co-film in 
a similar way. However, such a dramatic difference in the behavior of the HI and the HD THz 
emission allows us to exclude changes of optical, transport, and magnetic properties of the Co-
film as reasons for the difference in the THz emission from bilayers grown at 3 mTorr and 10 
mTorr. Moreover, if any changes of the growth procedure would affect the spin-orbit 
interaction in Co, one would expect a change of the characteristic times of the laser-induced 
demagnetization of the Co-film [42]. The latter must lead to a change of the temporal profile of 
the THz emission. Our experiments reveal that the temporal profiles of the electric field for 
both HI and HD THz emission are similar for samples with different roughness. Therefore, it 
allows us to exclude a change of laser-induced magnetization dynamics as a reason for the 
difference in the THz emission from bilayers grown at 3 mTorr and 10 mTorr. All these findings 
indicate that the totally different trends of the HI and the HD THz emissions upon the pressure 
increase must be related to opposite effects of the interface roughness on the efficiency of 
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photocurrent generation via inverse spin-Hall and spin-dependent photogalvanic effects, 
respectively. 
It is expected that roughness and or other types of disorder at the Co/Pt interface must lead to 
an increase of the spin-flip probability. Therefore, the interface becomes less transparent for spin 
currents from Co to Pt layers and the strength of the charge photocurrent generated in the Pt-
layer due to the inverse spin-Hall effect will decrease. Such a decrease can explain the observed 
weakening of the HI THz emission upon an increase of interface roughness caused by the increase 
of the growth pressure from 3 to 10 mTorr.   
In order to explain the dramatic increase of the HD THz emission upon the transition from a 
smooth to a rough interface, we note that the mechanism of THz emission can be seen as a 
nonlinear optical phenomenon similar to Second Harmonic Generation (SHG). The latter can 
also be efficiently generated from interfaces of metallic bilayers. For instance, it was shown that 
the SHG intensity increases with an increase of the roughness of a CoNi/Pt interface [43]. Similar 
to these studies, we explain here the increase of the efficiency of the HD THz emission as a 
result of geometrical increase of the volume with the properties of the interface. An effective 
thicker interface layer, where Co is in direct contact with Pt, results in a larger net photocurrent 
and thus stronger THz emission. 
 (b) Intermixing 
The experimental results show that the HI THz signal generated in Co/Pt bilayers with a CoxPt1-x 
spacer is much stronger compared to the HI THz signal generated in Co/Pt with various 
roughnesses or crystal structures (see Fig. 6 and Table 1). The weakest HI THz emission signal of 
the trilayer (Co/Co75Pt25(2nm)/Pt) was 2.5 times stronger than the highest HI THz emission 
signal of a bilayer (FCC Co/Pt). Interestingly, intermixing has a very different effect on the HD 
THz emission. After an introduction of an intermixed alloy layer, the efficiency of the HD THz 
emission dropped down to the noise level. Again, although intermixing can affect many bilayer 
properties, which are important for laser-induced THz emission, such a difference in the trends 
of the HI and the HD counterparts indicate that the intermixing most likely affects the 
generation of photocurrents. 
We propose two possible explanations for the enhancement of the photocurrent due to the 
spin-Hall effect. Firstly, the introduction of a CoxPt1-x alloy layer could generate a higher influx of 
spin currents injected into Pt due to a reduction of spin dissipation and decoherence at the 
interface [40, 41]. The separation of the Co and Pt layer by a CoxPt1-x alloy spacer can possibly 
reduce the proximity effect that Co has on Pt as well as reducing the interfacial spin resistivity 
due the sharp transition between Co and Pt. Secondly, it is possible that the CoxPt1-x spacer 
layers have a significant spin-orbit interaction, which increases the spin to charge current 
conversion. This interface-dependent mechanism for the optimization of the THz emission has 
not been discussed before and thus reveals new opportunities for further increase of the 
intensity of the THz radiation from Co/Pt and similar multilayers [10-14].  
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The observed reduction of the HD THz emission emphasizes the importance of a direct contact 
between pure Co and Pt for the generation of photocurrents due to the spin-dependent 
photogalvanic effect. 
 (c) Crystal structure 
Finally, although our experiments with epitaxially-grown Co-films revealed that also the crystal 
structure of Co may influence the HI THz emission, the effect is relatively small. Moreover, no 
HD THz emission was observed from the samples with monocrystalline Co. Therefore, from 
these experiments we conclude that crystal structure of the Co-film has no large effect on the 
spin-current through the Co/Pt interface nor on the charge current in the Pt layer due to the 
inverse spin-Hall effect. Regarding the fact that polycrystalline Co more easily forms rough 
interfaces with Pt, the results also emphasize the importance of rough Co/Pt interfaces for 
photocurrent generated due to the spin-dependent photogalvanic effect. 
 (6) Conclusion 
In conclusion, using THz emission from Co/Pt bilayers grown under various conditions we 
studied how photocurrents generated in the bilayer depend on the properties of the Co/Pt 
interface. Inducing a relatively high interfacial roughness at the interface of Co/Pt is crucial for 
the generation of helicity-dependent THz emission and its associated photocurrent at the 
interface due to the spin-dependent photogalvanic effect. Simultaneously, the roughness 
results in a decrease of the transparency of the interface for the spin-current from the Co to Pt 
layer. As a result, photocurrents in the Pt layer due to the inverse spin-Hall effect and 
polarization-independent THz emission will also decrease. The study of the THz emission from 
Co/Pt samples with CoxPt1-x spacer layers at various CoxPt1-x compositions and thicknesses 
showed that the intermixing of Co/Pt at the interface does not help to improve the efficiency of 
the spin-dependent photogalvanic effect and the intensity of the helicity-dependent THz 
emission. However, the intermixing appears to play a significant role in amplifying the helicity-
independent THz emission generated due to the inverse spin-Hall effect. The observed HI THz 
emission from the Co/CoxPt1-x/Pt trilayers were enhanced by a factor of 4.2 for Co25Pt75(1nm) 
compared to the HI THz emission from the Co/Pt bilayer grown at 3mTorr. Finally, we observed 
a dramatic suppression of the photocurrent due to the spin-dependent photogalvanic effect 
which resulted in a full suppression of the helicity-dependent THz emission in Co/Pt with 
crystalline FCC or HCP-Co. Therefore, these observations show that the photocurrent due to the 
spin-dependent photogalvanic effect is the largest for the cases of rough Co/Pt interfaces with 
polycrystalline Co and no intermixing of Co and Pt, while the spin current from Co to Pt is larger 
for smooth interfaces. The experiments also show that either the spin current or its conversion 
to the charge current together with the associated helicity-independent THz emission can be 
enhanced by intermixing between Co and Pt layers. In none of the THz emission mechanisms, 
the crystal structure of Co seems to play a significant role. 
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